LEGEND 


SHRUB TO BE REMOVED AND 
DISPOSED 


CLEAR AND GRUB; GROUNDCOVER 
TO BE REMOVED AND DISPOSED 


EXISTING TREE TO REMAIN 
AND BE PROTECTED, TYP.; oS 


SEE SPECIFICATIONS 


COMPOST FILTER SOCK 


—EC——EC— 


SITE PREPARATION AND DEMOLITION NOTES: 


1. PRIOR TO COMMENCING ANY EXCAVATION WORK, THE CONTRACTOR 
SHALL NOTIFY ALL UTILITY COMPANIES IN ACCORDANCE WITH THE "DIG 
SAFE" NOTIFICATION PROCEDURES PROMOTED BY RESPECTIVE UTILITY 
COMPANIES. THE DIG SAFE TELEPHONE NUMBER FOR MASSACHUSETTS 
IS 811. 

2. THELOCATIONS OF ALL UNDERGROUND UTILITIES SHOWN ON THIS 
PLAN ARE DIAGRAMMATIC ONLY. THE CONTRACTOR SHALL CONTACT 
THE PROPER LOCAL AUTHORITIES OR RESPECTIVE UTILITY COMPANY 
TO CONFIRM THE LOCATION OF ALL EXISTING UTILITIES BEFORE 
COMMENCING WORK. ANY DAMAGE DUE TO FAILURE OF THE 
CONTRACTOR TO CONTACT THE PROPER AUTHORITIES SHALL BE 
BORNE BY THE CONTRACTOR. 

3. THE GENERAL CONTRACTOR SHALL VERIFY ALL EXISTING CONDITIONS 
IN THE FIELD AND REPORT ANY DISCREPANCIES BETWEEN PLANS AND 
ACTUAL CONDITIONS TO THE LANDSCAPE ARCHITECT PRIOR TO 
STARTING WORK. 

4. ALL REFUSE, DEBRIS, AND MISCELLANEOUS ITEMS TO BE REMOVED, 
THAT ARE NOT TO BE STOCKPILED FOR LATER USE ON THE PROJECT OR 
DELIVERED TO THE OWNER, SHALL BE LEGALLY DISPOSED OF OFF-SITE 
BY THE CONTRACTOR. 

5. ALL ITEMS REQUIRING REMOVAL SHALL BE REMOVED TO FULL DEPTH, 
AND STOCKPILED AS DIRECTED BY THE OWNER OR LEGALLY DISPOSED 
OF OFF-SITE BY CONTRACTOR. 

6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION AND 
MAINTENANCE OF ALL EXISTING TREES AND PLANTS DESIGNATED TO 
REMAIN FOR THE LENGTH OF THE CONSTRUCTION PERIOD. THE 
PLACEMENT OF PROTECTION DEVICES ADDITIONAL TO THOSE NOTED 
SHALL, HOWEVER, BE AT THE CONTRACTOR'S DISCRETION. 

7. DAMAGE NO PLANTS TO REMAIN BY BURNING, BY PUMPING OF WATER, 
BY CUTTING OF LIVE ROOTS OR BRANCHES, OR BY ANY OTHER MEANS. 
NO PLANTS TO BE SAVED SHALL BE USED FOR CRANE STAYS, GUYS OR 
OTHER FASTENINGS. VEHICLES SHALL NOT BE PARKED WITHIN THE 
DRIP LINE OR WHERE DAMAGE MAY RESULT TO TREES TO BE SAVED. 
CONSTRUCTION MATERIALS SHALL NOT BE STORED BENEATH TREES TO 
BE SAVED. 

8. THE GENERAL CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE TO 
EXISTING CONDITIONS THAT ARE DUE TO CONTRACTOR OPERATIONS. 
ANY AREA THAT IS DISTURBED SHALL BE RESTORED TO ITS ORIGINAL 
CONDITION AT NO ADDITIONAL COST TO THE OWNER. 

9. CONTRACTOR SHALL SECURE ALL PERMITS THAT MAY BE REQUIRED 
FROM ALL JURISDICTIONS AFFECTED BY THIS WORK. 

10. MAINTAIN CONSTRUCTION FENCING AND CONSTRUCTION SIGNAGE FOR 
DURATION-ANY DAMAGED FENCING IMMEDIATELY REPLACED BY 
CONTRACTOR. 


CLEAR AND GRUB; REMOVE SPREADING GROUNDCOVER 5° BACK FROM 
RUBBLE WALL AND AT ALL LOCATIONS FOR PLANTING 
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LEGEND Winfield Robbins 


SEE L05 FOR PLANT SCHEDULE Memorial Garden 
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(4\ (5 \ SHRUB PLANT EXISTING TREE TO REMAIN (3 Restoration 
iil, PROPOSED TREE, TYP. COMBINATION, SEE AND BE PROTECTED, TYP.: —ec——ec-— COMPOST FILTER SOCK 
at = CALLOUTS SEE SPECIFICATIONS Woy MASSACHUSETTS AVENUE 
“tm PLANTING NOTES: ARLINGTON, MASSACHUSETTS 
==>] SINGLE SPECIES <7 La ia a ir aos 8. NEW SHRUBS SHALL BEAR THE SAME 
PROPOSED SHRUB. TYP a eee se: SHRUB PLANTING, DT) PLANT ESTABLISHMENT FENCE (OT) 4. NOTALL PLANTS ARE SHOWN ON THE PLANTNG RELATIONSHIP TO GRADE AS IT BORE TO PREVIOUS 
; ; \ LOT) ea ae ee SEE CALLOUTS PLAN. PLANTS NOT SHOWN ON THE PLANTING PLAN GRADE. TREES SHALL BE SET 3" HIGHER THAN TOWN OF 
ARE TO BE FIELD-LOCATED. PLANTS NOT SHOWN PREVIOUS GRADE. NO TREES SHALL BE PLANTED 
ON THE PLANTING PLAN ARE SHOWN IN THE PLANT BEFORE ACCEPTANCE OF STAKE LOCATIONS. ARLINGTON 
SCHEDULE. 9. ALLEXISTING TREES TO REMAIN SHALL BE 
2. ALL NEW PLANT MATERIAL SHALL CONFORM TO THE PROPERLY PROTECTED DURING CONSTRUCTION. 
(2)PS \\\\I | | Wh MINIMUM GUIDELINES ESTABLISHED FOR NURSERY PROTECTION TECHNIQUES SHALL BE REVIEWED 
\ Y, STOCK PUBLISHED BY THE AMERICAN ASSOCIATION AND APPROVED BY THE LANDSCAPE ARCHITECT 
WV OF NURSERYMEN, INC. IN ADDITION, ALL NEW PLANT PRIOR TO CONSTRUCTION. THE PLACEMENT OF 
MATERIAL FOR THE PROJECT SHALL BE OF PROTECTION DEVICES ADDITIONAL TO THOSE 
SPECIMEN QUALITY. ALL NEW PLANTS TO BE NOTED SHALL, HOWEVER, BE AT THE 
tH | | [My / BALLED AND BURLAP OR CONTAINER-GROWN, CONTRACTOR'S DISCRETION. 
\\ My, UNLESS OTHERWISE NOTED ON THE PLANT 10. CONTRACTOR SHALL PROVIDE FULL DEPTHS OF 
Zo SCHEDULE. LOAM AS NOTED ON DETAILS AND AS SPECIFIED, 
EE 3. THE CONTRACTOR SHALL SUPPLY ALL NEW PLANT FOR ALL PLANTING. 
ae MATERIAL IN QUANTITIES SUFFICIENT TO COMPLETE 17. CONTRACTOR SHALL COORDINATE LOCATION OF 
— THE PLANTING SHOWN ON THE DRAWINGS. ALL UTILITIES (LINES, DUCTS, CONDUITS, SLEEVES, 
/ ee 4. ANY PROPOSED SUBSTITUTIONS OF PLANT SPECIES FOOTINGS, ETC.) WITH LOCATIONS OF PROPOSED 
J ZL — SHALL BE MADE WITH PLANTS OF EQUIVALENT LANDSCAPE ELEMENTS (WALLS, FENCE, FOOTINGS, Kyle Zick Landscape Architecture, Inc. 
/ y, \S OVERALL FORM, HEIGHT, BRANCHING HABIT, TREE ROOTBALLS, PROPOSED LIGHTING FOOTINGS, ee Suite 202 
J HL I |\\\WWS FLOWER, LEAF, COLOR, FRUIT AND CULTURE, AND ETC.). CONTRACTOR SHALL REPORT ANY Boston, MA 02108 
18" TREE ONLY AFTER WRITTEN APPROVAL OF THE DISCREPANCIES TO LANDSCAPE ARCHITECT PRIOR 
é LANDSCAPE ARCHITECT. TO CONTINUING WORK. 
5. ALL NEW PLANTS SHALL BE TAGGED AND 12. CONTRACTOR SHALL PROVIDE PRUNING BY 
APPROVED BY THE LANDSCAPE ARCHITECT AT THE CERTIFIED ARBORIST. WHEN REQUIRED, PRUNING 
NURSERY PRIOR TO DIGGING OR DELIVERY TO THE SHALL BE REVIEWED WITH LANDSCAPE ARCHITECT 
SITE. PRIOR TO WORK. 
26" TREE 15" HEMLOCK 6. CONTRACTOR SHALL LOCATE AND VERIFY ALL 


EXISTING UTILITY LINES PRIOR TO PLANTING AND 
| SHALL REPORT ANY CONFLICTS TO THE LANDSCAPE 
| ARCHITECT. 
STAKE LOCATION OF ALL PROPOSED PLANTING FOR 
APPROVAL BY LANDSCAPE ARCHITECT PRIOR TO 
THE COMMENCEMENT OF PLANTING. LOCATIONS 
MAY BE ADJUSTED IN FIELD BY LANDSCAPE 
ARCHITECT PRIOR TO PLANTING. PROVIDE AT LEAST 
48 HOURS NOTICE TO LANDSCAPE ARCHITECT. 
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PLANT SCHEDULE 
KEY QTY. BOTANICAL NAME 
TREES 
AC 2 ABIES CONCOLOR 
CA 10* CORNUS 'RUTBAN' AURORA 
JV 5 JUNIPERUS VIRGINIANA 
Ms 1 MAGNOLIA STELLATA 
MX = 1. MAGNOLIA X SOULANGEANA 
PS 10* PINUS STROBUS 
1c 6  TSUGA CHINENSIS 
SHRUBS 
aab 2 ARONIAARBUTIFOLIA 
auu 15 ARCTOSTAPHYLOS UVA-URSI 
chz  16* COTONEASTER HORIZONTALIS 
chh 15 COTONEASTER HORIZONTALIS 
coa 24 COTONEASTER ADPRESSUS 
cth 15 COTONEASTER HUMIFUSA/DAMMERI 
drp 4 _— DIRCA PALUSTRIS 
ilc 4 ILEX CRENATA 'STEEDS' 
jch 2 JUNIPERUS CHINENSIS VAR. SARGENTII 
jes | 10 JUNIPERUS CHINENSIS VAR. SARGENTII 
jcp | 16 JUNIPERUS CHINENSIS 'PFIZTERIANA' 
jhd § 8* JUNIPERUS HORIZONTALIS 'DOUGLASII' 
jhg | 10 JUNIPERUS HORIZONTALIS 'DOUGLASII' 
kml 30. ~KALMIA LATIFOLIA 
Icf | 20 LEUCOTHOE FONTANESIANA 
rrf. | 20 ROSA RUGOSA ‘FRAU DAGMAR HASTRUP' 
rsn 20 +=ROSA SPINOSISSIMA 
ryp 15 RHODODENDRON VAR. POUKHANENSE 
sxv 11. SPIRAEA X VANHOUTTEI 
txc 9  TAXUS CUSPIDATA 'DENSA' 
vem 12 VACCINIUM CORYMBOSUM 
PERENNIALS, GROUNDCOVERS & FERNS 
art 15 ARISAEMA TRIPHYLLUM 
dry 10 DRYOPTERIS CARTHUSIANA 
hem 9 HEMEROCALLIS SPP. 
het 9 HEMEROCALLIS CITRINA THUNBERGII 
npm 20 NEPETA MUSSINII 
pcy 24 PACHYSANDRA TERMINALIS 
ptg 72 PACHYSANDRA TERMINALIS 'GREEN SHEEN' 
pxs 45 PHLOX SUBULATA 
ply 10 POLYSTICHUM ACROSTICHOIDES 
rma 10 RUMOHRA ADIANTIFORMIS 
sed 30 SEDUM DIVERGENS 
ths 60 THYMUS SPP. 'WHITE MOSS' 
zia 20 ZIZIAAUREA 


COMMON NAME 


WHITE FIR 


WHITE FLOWERING DOGWOOD 


EASTERN RED CEDAR 
STAR MAGNOLIA 
SAUCER MAGNOLIA 
WHITE PINE 
CHINESE HEMLOCK 


RED CHOKEBERRY 
BEARBERRY 

PROSTRATE COTONEASTER 
PROSTRATE COTONEASTER 
CREEPING COTONEASTER 
BEARBERRY COTONEASTER 
EASTERN LEATHERWOOD 
JAPANESE HOLLY 

SARGENT JUNIPER 
SARGENT JUNIPER 

PFITZER JUNIPER 
CREEPING JUNIPER 
CREEPING JUNIPER 
MOUNTAIN LAUREL 
DROPPING LAUREL 
HASTRUP BEACH ROSE 
SCOTCH ROSE 

KOREAN AZELEA 

VAN HOUTTE SPIREA 
JAPANESE YEW 

HIGHBUSH BLUEBERRY 


JACK-IN-THE-PULPIT 
TOOTHED WOOD FERN 
JAPANESE DAYLILIES 
Japanese Daylilies 
EASTERN CATMINT 
PACHYSANDRA 

GREEN SHEEN PACHYSANDRA 
CREEPING WHITE PHLOX 
CHRISTMAS FERN 
LEATHERLEAF FERN 
CREEPING SEDUM 

WHITE OR WOOLY THYME 
GOLDEN ALEXANDER 


*= NOT ALL PLANTS SHOWN ON PLANTING PLAN. PLANTS NOT SHOWN ON PLANTING PLAN 
ARE TO BE FIELD-LOCATED. 


ALL NEW PLANTS SHALL BE BALLED AND BURLAPPED OR CONTAINER GROWN, UNLESS 
OTHERWISE NOTED ON PLANT SCHEDULE. 


SIZE 


5'-6' HT. 
5'-6' HT. 
5'-6' HT. 
5'-6' HT. 
5'-6' HT. 
6'-7' HT. 
6'-7' HT. 


3 GAL. 
1 GAL. 
1GAL. 
3 GAL. 
2 GAL. 
3 GAL. 
3 GAL. 
3 GAL. 
3 GAL. 
1 GAL. 
3 GAL. 
3 GAL. 
2 GAL. 
5 GAL. 
3 GAL. 
3 GAL. 
3 GAL. 
3 GAL. 
3 GAL. 
3 GAL. 
3 GAL. 


1 GAL. 

3 GAL. 
BARE ROOT 
BARE ROOT 

1 GAL. 

FLAT 

FLAT 

1 GAL. 

1 GAL. 

2 GAL. 

1 GAL. 

1 GAL. 

1 GAL. 


4'0.C. 
4'0.C. 
a O.C. 
G Of, 
3 0. 
4'0.C. 
4'0.C. 
5 Of, 
a OS, 
GO 
4'0.C. 
30" 0.C 
30" 0.C 
6 OC, 
> O16. 
4'0.C. 
7 OC, 
0,6 
S OC, 
6'0.C. 
8'0.C. 


SPACING NOTES: 


SINGLE STEM; HORIZONTAL BRANCHING 


PROVIDED BY OWNER 


a2” CC. 
24" O.C. 


24" 0.C 


24" 0.C. 


. TRANSPLANTED FROM ON-SITE 
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18" O.C. 
1S" D.C. 
is (A.C. 
a2 OL. 
18” OC. 


3'0.C. 


a2" 0.0. 


MIX OF 3 VARIETIES 


17” OC. 
i?’ O.. 
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NOTES 
1. IF CONTAINER GROWN, SCARIFY SOIL AND 
ROOTS TO REMOVE CIRCLING ROOTS. 


Winfield Robbins 
Memorial Garden 
Restoration 


MASSACHUSETTS AVENUE 
INSTALL TREE PLUMB ARLINGTON, MASSACHUSETTS 
TOP OF ROOTABLL SHALL BEAR SAME i —s—s—<—ss gg 
RELATIONSHIP TO FINISHED GRADE AS 
TO PREVIOUS EXISTING GRADE 


ROOT FLARE SHALL BE EXPOSED; MULCH 
SHOULD NOT TOUCH TREE TRUNK 


PLACE BALL ON SUBSOIL. REMOVE AND 
DISCARD BURLAP EXCEPT UNDER BALL. 
REMOVE AND DISCARD ALL SYNTHETIC 
WRAPPING MATERIALS, INCLUDING TREATED 
BURLAP, NYLON TWINE, WIRE BASKETS, ETC. 


3” BARK MULCH 


TOWN OF 
ARLINGTON 


PLACE ROOTBALL 2” ABOVE 
SURROUNDING GRADE 


3” DEPTH MULCH (PULL BACK AWAY 
FROM BASE OF SHRUB) 


EXCAVATE HOLE TO REQUIRED DEPTH 


a a a AND BACKFILL WITH APPROVED PLANT 
; Ree ae o50-0-0,75 MIX, PER SPECIFICATIONS; 
¥ ue yb EXCAVATE HOLE TO DIAMETER 3X WIDER BE AB RS ‘a 
THAN ROOTBALL. BACKFILL HOLE WITH ZZ] | KKH cE eo ne) ne 
Lm OL PLANTING SOIL MIX. BY. RRR . BURLAP BACK FROM TOP 1/3 OF 
VAY ANWANV ANNU NID seae@egeeer corre. LITE OY WANUNSSNG ANYANNNY AN Wu oo OY KO” a <| 
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VRORRRORRG EK aX PLACE ROOTBALL ON COMPACTED eae 
IININNSNXRENS EXCAVATE SUBSOIL AS REQUIRED TO PLACE SUBGRADE ne Ree 
EQ RED Y YAEL | ROOTBALL AT PROPER ELEVATION. PLACE : 
a ns ROOTBALL DIRECTLY ON COMPACTED OR CONTINUOUS BED OF PLANTING SOIL 
UNDISTURBED SUBSOIL. SECTION 


SECTION ELEVATION 
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SCALE: 3/4"=1'-0" SCALE: 1 1/2"=1'-0" 
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EVERGREEN TREE PLANTING PATTERN, TYP. SCHEDULE ANDsON 
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